
VTM Tank Specifications

MODEL MAWP GROSS 
CAPACITY

NET CAPACITY 
(95%)

DIAMETER HEIGHT EMPTY 
WEIGHT NER

psi bar gallons liters gallons liters feet - 
inches mm feet - 

inches mm lbs kg %/DAY 
O2

VESSEL NOZZLES - Pipe Size (in.)

Description 1500-3000 gal 6000-15000 gal

Top Fill (A) 1-1/2" 2"

Bottom Fill (B) 1-1/2" 1-1/2"

Liquid Auxillary (C) 1-1/2" 2"

Siphon Withdrawal (D) 1-1/2" 1-1/2"

Liquid Instrument (E) 3/8" 3/8"

Gas Instrument (F) 3/8" 3/8"

Full Trycock (G) 1/2" 1/2"

Safety (H) 1-1/2" 1-1/2"

Economizer Return (I) 1/2" 1/2"

Pump Return (J) 1" 1"

• Horizontal Models Available

• All Specifications are nominal
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VTM-1500-250 250 17.24 1,585 6,000 1,506 5,700 6'-2.8" 1,900 17'-7" 5,360 11,266 5,110 0.32

VTM-3000-250 250 17.24 2,747 10,400 2,610 9,880 7'-2.6" 2,200 20'-8" 6,300 17,086 7,750 0.27

VTM-6000-250 250 17.24 5,865 22,200 5,571 21,090 7'-2.6" 2,200 37'-5" 11,400 28,451 19,909 0.21

VTM-9000-250 250 17.24 9,378 35,500 8,909 33,725 9'-10" 3,000 29'-7" 9,000 40,256 18,260 0.15

VTM-11000-250 250 17.24 11,360 43,000 10,792 40,850 9'-10" 3,000 34'-5" 10,500 45,162 20,485 0.13

VTM-13000-250 250 17.24 12,839 48,600 12,197 46,170 9'-10" 3,000 38'-1" 11,600 49,152 22,295 0.12

VTM-15000-250 250 17.24 14,846 56,200 14,104 53,390 10'-6" 3,200 37'-9" 11,500 50,122 22,735 0.10

Hydrogen Recharger*

• 4,091 gallon capacity tank (1,010 kg usable LH2 
storage)

• Trailer: 48 ft long, 102” wide, approx. 13 ft height
• Storage tank MAWP: 140 PSI
• Delivery Capabilities

•• 2.15 kg/min (8 GPM) at 90 MPa (13,000 PSI)2.15 kg/min (8 GPM) at 90 MPa (13,000 PSI)

•• 2.68 kg/min (10 GPM) at 70 MPa (10,000 PSI)2.68 kg/min (10 GPM) at 70 MPa (10,000 PSI)

   

FEATURES:

*PATENT PENDING




